
K2
Drinking Water System

Tested and certified by NSF International against the requirements of ANSI/NSF  
Standard 58 for the reduction of arsenic, barium, cadmium, copper , cysts, flouride, 
hexavalent chromium, lead, nitrite/nitrate (with test kit), radium 226/228, selenium, TDS, trivalent  
chromium, turbidity and ANSI/NSF Standard 42 for the reduction of taste, odour and chlorine - Class 1.

• Sanitary, quick disconnect cartridges - no-touch 
filter elements

bracket assembly, 11.3 Litre air-charge storage tank, 
lead free tap, tubing and fittings.  Inlet and drain 
connection fittings sold separately

• Optional Features - customise the installation with 
a booster pump  and a variety of coloured taps 

Technical Specifications*

Production Rate       49.2litres/ day
Minimum/ Maximum Operating Pressure    35-100psi
Minimum/ Maximum Operating Temperature   2oC - 38oC (35oF-100oF)
Membrane Type       Thin Film Composite
Recovery Ratio       6.7/ 1
Pre & Post Filter Cartridge Capacity    1850 Litres per cartridge
Inlet/ Outlet Connections      
Method of connection to water supply    Hard Plumbed
Shipping Weight      10kg
Dimensions K2       (WxDxH) 340 x 135 x 390mm
Dimensions Air Charge Tank      (WxxH) 230 x 359 mm
Placement of storage tank      Vertical or Horizontal
Tap Choices        Standard Tap included - upgrades available
Warranty With Kinetico Softener     7 years parts/ 4 years membrane
Without Kinetico Softener      7 years parts/ 2 years membrane
Distance Allowance K2 - Storage Tank    5 feet/ 1.5 meters
Distance Allowance K2 - Tap     5 feet/ 1.5 meters

      5-6 hours




